
All installations should be carried out by a 
qualified tradesman in compliance with the 
national Plumbing & Drainage Code and 
any State or Local Authority Regulations, 
in accordance with AS/NZS 3500 series of 
standards and AS/NZA 6400.

All measurements are in millimetres and 
subject to change without notice.
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FRONT VIEW

 ● Boxed rim pan

 ● Adjustable link toilet suite

 ● Multi-fit seat and link

 ● Dual left or right bottom inlet

 ● High quality R&T flush valves

 ● Concealed S-trap pan 140-255

STELLA
Adjustable Link Suite

SPARE PARTS CODE

Cistern only K001-C

Seat with link only K001-SEAT

Pan only S-Trap K001-P

R&T Bottom Inlet Valve 200-126

R&T Outlet 200-127

Blanks for Cistern 200-125

WARRANTY PERIOD

Vitreous China 5 years

R&T Valves 3 years

Seat & Lid 1 year

COMPLETE SET CODE

Suite with S-Trap 140-255 K001

www.fienza.com.au

INSTALLATION INSTRUCTIONS

Updated: 18th July 2018



All measurements are in millimetres and subject to change without notice. Effective 1st June 2017.

Installation shall be in accordance with AS/NZS 3500 series of standards and AS/NZA 6400STELLA
www.fienza.com.au

INSTALLATION INSTRUCTIONS



All measurements are in millimetres and subject to change without notice. Effective 1st June 2017.

Installation shall be in accordance with AS/NZS 3500 series of standards and AS/NZA 6400STELLA
www.fienza.com.au

INSTALLATION INSTRUCTIONS


